


Optical
GL-SP15S-WW GL-SP15S-CW

Model No. GL-SP15-WW GL-SP15C5-WW GL-SP15CW GL-SP15C5-CW

(Warm White) GL-SP15C6-WW (Cool White) GL-SP15C6-CW

(Warm White) (Cool White)

CCT (Typical) 3000 K 6000 K
Luminous Flux (Im) 720 Im 1050 Im
Typical Luminous Efficacy 36Im/W 35Im/W 53Im/W 50 Im /W
CRI (Ra) >80 >75
Beam Angle 30°/60° (Optional)
Lux at1 M (60°) 373
Lux at 1 M (30°) 1025 1265
Mechanical and Dimension
Outline Dim. 185 x 175 x 130 (mm) | 185 x 260 x 140 (mm) | 185 x 175 x 130 (mm) | 185 x 260 x 140 (mm)
Net. Weight 1.2 (Kgs) 1.3 (Kgs) 1.2 (Kgs) 1.3 (Kgs)
Cover Clear
Electrical
Typical Power consumption 20W 21 W 20 W 21 W
Power Factor > 0.9 for 115V AC; > 0.8 for 230V AC
Input Voltage 100 — 240V AC

Work Frequency

Temperature Condition

60 Hz (110V) / 50 Hz (220V)

Operating Temperature

-20°C — +40°C

Storage Temperature

-40°C — +85°C

Sensor (optional)

Sensor Style

Automatic infrared heat detector

Sensing Coverage

4-15 meters. Center-horizontal moving

Detection Range

90° - 110°

Light Up Time

7 seconds to 12 minutes

Operating Hours

24 hrs

Protection Device

Inlaid with 220 V / 10A 5 x 20 mm fuse

CCD (optional)

Image Pick-up Device

Sony 1/3" color CCD

Gamma Characteristic

0.45

Lens Furnished

Board lens 3.6 mm /6 mm /8 mm /2.0

Video Output

1 vp-p composite video / 75 ohms

S/N Ratio

More than 48 dB

Gain Control

Automatically

Signal

24H 1Vp-p video signal output

Horizontal Resolution

380TVL (optional 480TVL / 540TVL)

Candle Power Distribution Curve (15W / 1 M)

GL-SP15 Series Outlook

» GL-SP15

185.0 mm

130.0 mm

175.0 mm

» Sensor - GL-SP15S

185.0 mm 140.0 mm

260.0 mm

» CCD (Optional) - GL-SP15C5 / GL-SP15C6

185.0 mm 140.0 mm

260.0 mm
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All rights reserved. All brand names and trademarks are the properties of their respective owners.
The specifications are subject to change without notice.
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